ECO PROTECT 5W-30 AR EOL

PREMIUM QUALITY
IN EVERY DROP

Description:

Fully synthetic high-performance motor oil with reduced levels of sulphated ash, sulphur and phosphorus.
Key benefits include:

- Fuel efficiency;

- High and stable viscosity index;

- Quick cold start, even at very low temperatures;

- Stable lubricating film at high temperatures;

- Extended oil change intervals;

- Outstanding protection against wear, corrosion,and foaming;

Application:

Recommended for a wide range of state-of-the-art engines in vehicles of European manufacturers,
including Volkswagen-Audi. An excellent choice for most modern-day diesel vehicles equipped with diesel
particulate filters (DPF). Complies with EURO 4 and higher environmental standards.

Approvals and Specifications: PORSCHE C30
ACEA C3 VW 504.00/507.00
API SP

BMW LL-04

MB 229.31/229.51/229.52

OPEL OV0401547-D30/G30

Specifications:

Density at 15 °C, Kg/L 0.851
Viscosity at 40 °C, mm2/s 69.20
Viscosity at 100 °C, mm2/s 12.00
Viscosity index 171
Cleveland flash point, °C 230
TBN, mgKOH/g 6.7
Sulfated ash, % 0.67
Pour point, °C -42

The specified typical physical and chemical characteristics are for reference only, fall within standard tolerance ranges, and
do not constitute mandatory technical specifications for production or sale. Due to ongoing product research and
development, the information contained herein is subject to change without notice.



