TRANS TRUCK SHPD 5W-30 AR Eo L

PREMIUM QUALITY
IN EVERY DROP

Description:

All-season energy-saving synthetic motor oil for heavy-duty diesel engines, suitable” for extreme
operating conditions. Meets Euro 3 and Euro 4 emission requirements. Features enhanced protective,
detergency, and anti-corrosion properties. Helps prevent corrosion and deposits. Ensures smooth engine
start at temperatures down to -30 °C.

Application:
Ideal for engines without diesel particulate filters (DPF).

Approvals and Specifications: MB 2285
ACEAE4,E7 MTUTYPE 3
APICl-4 RENAULT RD-2
CATERPILLARECF-2 RENAULT RLD
CUMMINS 20076/20078 RENAULT RLD-2
DAF HP1/HP2 RENAULT RXD
DEUTZ DQC-IV-10 SCANIA LDF
MACK EO-N VOLVO VDS-3

MAN M 3277 /M3377

Specifications:

Density at 15 °C, Kg/L 0.855
Viscosity at 40 °C, mm2/s 71.60
Viscosity at 100 °C, mm2/s 1217
Viscosity index 168
Cleveland flash point, °C 224
TBN, mgKOH/g 12.2
Sulfated ash, % 1.35
Pour point, °C -39

The specified typical physical and chemical characteristics are for reference only, fall within standard tolerance ranges, and
do not constitute mandatory technical specifications for production or sale. Due to ongoing product research and
development, the information contained herein is subject to change without notice.



